
The simplest, most economic, reliable and sensitive sensor alarm for detecting water 

leakage or overflow. When connected to LD-68OB, the warning message can transfer 

up to 50 meters away. 

OVERFLOW ALARMS

SPECIAL FUNCTION ALARMS

Key Specifications

• Tone : Siren tone    

• Siren output : 105 ± 5 dB (at 1 ft.)    

#LD-68OB : 130 dB with Strobe     

• Stand-by current consumption : 1.0uA  

• Stand-by battery life : Over 3 years  

• Color : Ivory or others  

• Battery : 

  " AAA "  X  3 (#LD-63HS & #LD-63FDS)   

  " 9 V " X 1 (#LD-68OB)   

• LD-63HS+LD-68OB
Available to link #LD-68OB as
an extension sensing indicator
to #LD-63HS

Available for transferring the
message up to 50 meters away

Obedience siren
& strobe used as
extension sensing
indicator

Exchangeable to float
switch sensor (LD-63FDS)

The float sensor alarm (LD-63FDS)
with float switch will detect overflow
when the float switch is raised hori-
zontally by water

• LD-63FDS

Additional warning signal
connecting jack

Additional warning sig-
nal connecting jack

• LD-63HS
Water leakage or
overflow sensor

Liquid

Liquid level

Overflow level
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