
GLASS VIBRATION  ALARM

SPECIAL FUNCTION ALARMS

Key Specifications

• Tone : Siren tone   

• Siren output : 105 ± 5 dB ( at 1 ft. )  

• Stand-by current consumption : 1.0uA 

• Battery : " AAA " X  2

• Stand-by battery life : Over 3 years   

• Color : Ivory or others

Key Specifications

• Tone : Siren tone   

• Siren output : 105 ± 5 dB ( at 1 ft. )  

• Stand-by current consumption : 0.5 uA 

• Activation current consumption : 30mA

• Stand-by battery life : Over 10 years

• Lithium Battery : " CR2032 " X 1 

( Built-in ) 

• Color : Ivory or other

Installation

Remove liner from adhesive on base of 

the stand, locate the "Warning Sign" 

upright, stick it on the window, fix the 

body onto the stand, then pull out the 

activating "pin" after a short "Bi-" 

stopped, the unit is at its stand-by 

status at once.

Wireless, almost no consumption power required during stand-by status for 

detecting, fixed by sticking the adhesive tape on window with vivid warning sign 

complete DIY design. 

DIY

UNIVERSAL VIBRATION  ALARM
Good for equipments outdoor such as vending machine, attached with lead wire + 

key switch that can be easily fixed on door side for arm and dearm.

ARM&DEARM

• LD-26B
Size : 47 (ø) x 32 (H)

Adhesive Warning Label 
(Size : 47ø) viewable from
outside of the window

• LD-62

Lead wire
+ 

key switch
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