
CAMOUFLAGE EXTERNAL SIRENS 

WITH SUPER BRIGHT LED STROBE

EXTERNAL SIRENS WITH STROBE

• Input & Current : 12V DC, 250mA

• Tone : Siren tone   

• Siren output : 110 ± 5 dB (at 1 ft.)   

• Polycarbonate housing

• Color : Ivory + Red, Blue or others 

*Please refer to page 41 for dimensions

Less power consumption required but with brighter strobe, "eye-catch" appearances

and longer duration.               

Strobe Siren

CAMOUFLAGE EXTERNAL SIRENS 

& STROBE WITH TAMPER SWITCH

Equipped with "mine" switch for anti-removing. 

Strobe Siren 

Key Specifications

• Input : 12V DC     

• Operating Current : 

                      90 mA (Siren with Strobe)    

                      25mA (Strobe Only)   

• Continue Siren Test : over 4 hours    

  Continue Strobe Test : over 1,000 hours  

• Tone : Siren tone    

• Siren output : 110 ± 5 dB (at 1 ft.)    

• Polycarbonate housing 

• Color : Ivory + Red

*Please refer to page 36, 38, 41 for 

dimensions

Key Specifications

• LD-102 
(with strobe)

Tamper
Switch

• LD-104 + JB

LED
strobe is
lighting

• LD-95Lr

• LD-95TS & LD-96TS & LD-97TS
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